
No Flicker DIMMABLE 

I 

WET LOCATION (IPS4) 
ENOROIT HUMIOES 50000 Hrs 

CRI 
>80

• 

120V 

• 3/4/6/8/12/NCH

•

• 3CCT/5CCT/SINGLE COLOR



SPECIFICATIONS:

Input voltage AC120V 50/60Hz3 " 4 " 6
1

8 " 12 "Size
Power Factor 0.95~0.98

12W 1 8W 24W6W 9WPower(Wattage) Operating Temperature
500L 2000LMM 810LM 1 300LMLume 1 6 0 0L

-39℃-40℃
Mn Mater ial Aluminum hous ing with PMMA lampshade

98MM 125MM 225MM 300MM1 72MMDiameter Working Hours 50,000hrs

>80CRIHole Diameter 76MM 155MM 205MM105MM 280MM
LED Type SMD2835

Color Temperature 3CCT(30K-40K
-50K)/5CCT(27K

-30K-35K-40K-50K)/Single Co lor
Installation of LED Dr iver External

Shape Round Type of LED Dr iver Constant current output

Energy Level ALight Color White
5%-100% DimmableTriac dimmable

IP Rate IP54(Wet Locat ions)
Test ing: Wa terproof,Dimm ing ,Aging Testing

L ife Span Based on 3hrs/day 45years

3" 4
lI

8" 12 "6 " 1 80 degreeBeam AngleSize

3CCT LED Chips 72 Warranty18036 48 240 5 years

5CCT LED Chips ETL/ES/FCC36 48 72 Certificates
EpistarBrand of LED Chip36 48 72 90 120Single Co lor LED Chips

WWW. ECOMAXLIGHTING.COM 
CONTACT: INFO@ECOMAXLIGHTING.COM
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3inch(76mm) 
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One-Piece Moulded, Sealed Design. 
Waterproof, Dustproof, Insect Proof Waterproof Cable 

Four holes larger room for easy installation 



Single CCT

Bottom of the Power Box

ORDERING INFORMATION

CCT(K)WattageSize Voltage LUMENModel No

3”YG008C6-R 6WAC120V 60Hz 3000K/4000K/5000K/6000500LM K

AC120V 60HzYG008D9-R 4" 9W 810LM 3000K/4000K/5000K/6000K

YG012F12- 1300LMR 6" AC120V 60Hz 1 2W 3000K/4000K/5000K/6000K

18W8"YG008H18- 1600LMR AC120V 60Hz 3000K/4000K/5000K/6000K

12" 24WYG008L24- 2000LMR 3000K/4000K/5000K/6000KAC120V 60Hz



3CCT
DIP SWITCH inside the Junction BOX
Airtight,Waterproof,
Dustproof, Insect Proof

Bottom of the Power Box

ORDERING INFORMATION

CCT(K)Size LUMENVoltage WattageModel No

AC120V 60Hz3" 3CCT(30K-40K-50K)500LM6WYG008C6-R-3C

810LM 3CCT(30K-40K
-50K)4" AC120V 60Hz 9WYG008D9-R-3C

AC120V60Hz6" 3CCT(30K-40K-50K)12WYG012F12-R-3 1300LMC

8"YG008H18-R-3 1600LMC 18W 3CCT(30K-40K-50K)AC120V 60Hz

12" 24W 3CCT(30K-40K-50K)AC120V 60HzYG008L24-R-3 2000LMC



5CCT2700K 3000K 3500K 4000K 5000K
Soft White Warm White Warm White Cool White Cool White

DIP SWITCH inside the Junction BOX
Airtight,Waterproof,
Dustproof, Insect Proof

Bottom of the Power Box

ORDERING INFORMATION

LUMENSizeModel No Wattage CCT(K)Voltage
6W 500LMAC120V 60HzYG008C6-R-5C 3" 5CCT(27K-30K-35K

-40K-50K)

5CCT(27K-30K-35K-40K-50K)AC120V 60Hz 9WYG008D9-R-5C 810LM4"

5CCT(27K-30K-35K-40K-50K)12WAC120V 60Hz 1300LMYG012F12-R-5C 6"

5CCT(27K-30K-35K-40K-50K)YG008H18-R-5C 8" AC120V 60H 1600LMz 1 8W

5CCT(27K-30K-35K-40K-50K)12" 24WYG008L24-R-5C AC120V 60H 2000LMz



3CCT+WS

Airtight, Waterproof,
Dustproof, Insect Proof

Wall Switch

Bottom of the Power Box

ORDERING INFORMATION

Model No CCT(K)Size LUMENVoltage Wattage
3” 3CCT(30K-40K-50K)+WSYG008C6-R-3C-WS 500LMAC120V 60Hz 6W

4" 810LM9W 3CCT(30K-40K-50K)+WSAC120V 60HzYG008D9-R-3C-WS

1300LM 3CCT(30K-40K-50K)+WS6"YG012F12-R-3C-WS AC120V 60Hz 1 2W

8" 3CCT(30K-40K-50K)+WS18WYG008H18-R-3C-W 1600LMS AC120V 60Hz

12" AC120V 60Hz 24 2000LMWYG008L24-R-3C-WS 3CCT(30K-40K-50K)+WS








